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Please amend this application as follows: 
In the Drawings : 

The drawings are objected to because they do not include two reference signs 
mentioned in the description. The Examiner states that the following reference signs 
are not included in the description: "pole assembly 86, expendable split 108." 

With respect to the first reference, Applicant believes that the Examiner is 
actually referring to pole assembly 68. Reference number 86 correctly corresponds to a 
valley that is shown in Figure 4. Applicant has included in this Amendment a proposed 
drawing correction to Figure 4 showing pole assembly 68 identified therein in red ink. 

With respect to the second reference, Applicant believes that that Examiner is 
actually referring to expandable spilt 108. Expandable split 108 is shown in Figure 5. 
Applicant has included a copy of Figure 5 with this Amendment. 

in the Specification: 

The changes in the following paragraphs from the previous version to the 
rewritten version are shown in Appendix A, with bracl<ets for deleted matter and 
underlines for added matter. Please rewrite paragraph 31 in its entirety as follows: 

[00031] Shown in FIGURE 3, the excitation winding 48 is wound or wrapped 
around the bobbin assembly 42. The outer flaps 60, 62 on the first and second sidewalls 
56, 58 are folded down over the excitation winding 48. The excitation winding wound 
bobbin is also l<nown as the coil-bobbin assembly 64. The coil-bobbin assembly 64 is 
then assembled onto the first pole piece 66, which is one part of the pole assembly 68 
(shown in FIGURE 4.) 

Please rewrite paragraph 33 in its entirety as follows: 

[00033] There are a total of two pole pieces 66, 80, comprising the pole assembly 

68. The second or rear pole piece 80 is a mirror image of the first pole piece 66. 

Therefore, the second pole piece also is generally star shaped including an integrated 

hub 82 in the center, fingers 84 that surround the periphery of the pole piece 80, and a 

valley 86 positioned between the outer diameter of the hub 88 and the fingers 84. The 
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